


Standard Equipment

Schwarze-Exclusive WhisperWheel*™ Fan System
Noise Reduction Shroud

Sweeps-In-Reverse®™ Sweeping System

DC Auxiliary Hydraulic Pump

Hopper-Mounted Amber Strobe Light with Limb Guard
High Level Brake Light

Amber Flashing Warning Lights

Rear Flood Lights

3 Point Automatic Auxiliary Engine Shutdown System
Washdown System

Hydrant Wrench

Fire Extinguisher

SCHWARZE INDUSTRIES

A7000 SWEEPER

Schwarze Industries is dedicated to using a Total Performance Teamwork

concept to produce, maintain and market the finest power sweeping
equipment in the world. All of our products are made with pride in the USA,
and we offer a broad line, with more sweeper models to choose from

than any other manufacturer in America.

The Schwarze model A7000 is a heavy
duty, chassis-mounted, regenerative air
sweeper with an 8.4 cubic yard hopper. Its
basic design has had over 20 years of
successful operation throughout the
United States and around the world.As one
of the largest, most powerful air sweepers
in existence, the Schwarze A7000 is an
ideal choice for use in a wide range of
demanding municipal and contractor
sweeping applications.

The A7000 blower system generates a
high velocity air column over 17,000 CFM
that is propelled into the top of the sweep-
ing head through a T4-inch blast tube.
The air is first pressurized in the upper
chamber of the sweeping head and then

expelled into the head’s lower chamber
through the blast orifice. This high volume
air blast loosens the debris from the
pavement surface, then transports it
across the width of the sweeping head and
lifts it into the containment hopper via a
14-inch suction tube. This highly efficient
system ensures that even hard-to reach
particles hidden within pavement cracks
and irregularities are removed. This
includes a significant amount of the 'PM-10
fines” known to contain a high percentage
of heavy metals and other pollutants.
That's why the A7000 has been certified as
‘Rule 1186 Compliant’ by the South Coast
Air Quality Management District, one of
southern California’s leading state
environmental agencies.

To assure debris transfer with minimal

fugitive dust escapement, double-belted
curtains on the front and rear of the
sweeping head contain the circulating air
flow. This prevents dirty, debris-laden air
from entering into the atmosphere as
fugitive dust particles. The Schwarze
A7000 picks up more of the micron-sized
contaminates that accumulate on roads
and streets. Recent studies emphasize the
importance of removing these PM-10
‘fines’ due to the amount of non-point
source pollutants that contribute to
America’s stormwater runoff stream.
Using the regenerative air Schwarze
A7000 sweeper results in a cleaner
surface and a cleaner environment.

Backup Alarm

Road Flare Kit

The model A7000 has several industry-
leading features that position it at the head
of its class. These include Schwarze's
WhisperWheel®M fan system, which lets
Schwarze air sweepers run over 70%
quieter and with less fuel consumption.
The A7000 is also available with the
patented Mechani-Pneumatic Broom
Assist Sweeping Head*™ and Schwarze
Sweeps-In-Reverse®M, allowing operation
in both forward and reverse directions.

Resettable Circuit Breakers

Rule 1186 AQMD Certified

The Schwarze model A7000
sweeper has been designated by the
South Coast Air Quality Management
District as Rule 1186 Certified for its
ability to pick up and contain

small-micron material.

Hydraulic System Auxiliary Hydraulic System Side Brooms Debris Hopper
Type Dual output 2 section Type Gear type, driven by Type Vertical steel digger Volumetric Capacity 8.4 cubic yards (6.4 cu. meters)
Pump Capacity 6.5 gpm @1800RPM electric motor Location Right, Left, forward of Useable Capacity 7.0 cubic yards (5.4 cu. meters]
(24.6L / min.) per section Function Raise/lower hopper, pickup head Dump Angle 53 degrees
for 13.0gpm total open/close hopper door, Diameter 44" (1117.60 mm] Floor Angle 3 degrees
Drive Direct gear raise brooms and Drive Hydraulic Lifting Twin hydraulic cylinders
Maximum Pressure 2500psi (173 bar) pickup head Suspension Torque-sensing spring Hopper Dump Door Open/close/
Reservoir 25 gallons (94 liters) Wear Adjustment Automatic lock hydraulically
Filter 10 micron, spin on Pressure Manual Inspection Doors 1 on each side of hopper
Protection Pressure relief valve Speed Variable, non-reversing
Controls Electro-hydraulic Segments 5 each side, disposable

SCHWARZE A7000

SPECIFICATIONS

Tilt Angle Adjustment
controls

Manual with optional in-cab

SPECIFICATIONS CONTINUED ON BACK




